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Flexible Flange Adaptor

DN150 Single Flanged Pipe

Flexible Connection From Cast Iron To HDPE
By Others

180mm OD PE100 SDR11 (146.0mm Bore)
Rising Main By Others

Flexible Connection From Cast Iron To HDPE
By Others

DN150 Spigot Pipe

180mm OD PE100 SDR11 (146.0mm Bore) Rising Main
By Others
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DN150 Gate Valve Complete With Handwheel
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Concrete Chamber And Base Design
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1220mm x 675mm D400 Manhole Access Cover And Frame
By Others
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NOTES

DO NOT SCALE.

1 ALL DIMENSIONS IN MILLIMETRES, ALL INVERTS IN METRES
AOD, UNLESS OTHERWISE STATED.

2 ALL EXTRANEOUS METAL WORK IS TO BE EQUILATERALLY
BONDED WITH SAFETY ELECTRICAL EARTH "DO NOT REMOVE"
LABELS FITTED.

3 ALL CIVIL WORK BY OTHERS INCLUDING MAKING GOOD
AROUND PIPES AFTER INSTALLATION, BENCHING, FIXING
ACCESS COVERS AND LAYING CABLE DUCTS.

4 STRUCTURAL DETAIL ILLUSTRATIVE ONLY

5 BENCHING TO BE FORMED AS LAID DOWN IN `SEWERS FOR
ADOPTION' 7th EDITION AND TO LOCAL/ADOPTING AUTHORITY
SPECIFICATIONS.

6 BENCHING TO BE FORMED AFTER PUMP INSTALLATION.

7 ALL DUCTS 100 I.D. MIN. COMPLETE WITH DRAW ROPES AND
AVOIDING ACUTE CHANGES OF DIRECTION. SERVICE DUCTS
TO SUPPLIERS SPECIFICATIONS

8 DIRECTION OF DUCTS SHOWN DIAGRAMMATICALLY - ALL
DUCTS TO BE LAID ON MOST DIRECT LINE TO SUIT SERVICE
BEING CARRIED.

9 SITE PLAN ILLUSTRATIVE IF NO SPECIFIC DETAILS
PREVIOUSLY PROVIDED.

10 LEVEL CONTROLS SHOWN NOTIONALLY, TO BE POSITIONED
AWAY FROM OBSTRUCTIONS, LEVELS READILY ADJUSTABLE
AFTER INSTALLATION.

11 DRAWINGS ARE INDICATIVE WITH REGARD TO CIVIL WORKS
AND SHOULD NOT BE USED FOR CONSTRUCTION.
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